UDOT Minimum Sampling and Testing Requirement

Revised: May 2006

03211 Reinforcing Steel and Welded Wire

03211 Standard Specification

Related ltems: N/A

Type of Construction:

Submittals:

Quality Assurance:

Assurance Frequency:
Point of Acceptance:

Out of Spec Action:

Documentation/Report:

Reinforcing Steel and Welded Wire

Fabricators must be pre-qualified by Materials Division through the Quality
Management Plan: Reinforcing Steel. Select from Materials Division list of
pre-qualified sources.

N/A

Prequalified Source

Rejection of product and possible removal from pre-qualified source list.

Type of Construction:
Submittals:

Quality Assurance:
Assurance Frequency:
Point of Acceptance:
Out of Spec Action:

Documentation/Report:

Reinforcing Steel and Welded Wire

Manufacturer's Certificate of Compliance

Each Shipment

Project Site

Rejection

Must use UDOT's Certification of Compliance Form

Type of Construction:
Submittals:

Quality Assurance:

Assurance Frequency:
Point of Acceptance:

Out of Spec Action:

Documentation/Report:

Epoxy Coating

Fabricators must be pre-qualified by Materials Division through the Quality
Management Plan: Reinforcing Steel. Select from Materils Division list of
pre-qualified sources.

N/A

Prequalified Source

Rejection of product and possible removalfrom pre-qualified source list.

*Performed or approved by Region Lab  **Performed by Contractor and reviewed by Engineer
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03211 Standard Specification

Related Items: N/A

Type of Construction:  Epoxy Coating

Submittals:

Quality Assurance:
Assurance Frequency:
Point of Acceptance:
Out of Spec Action:

Documentation/Report:

Manufacturer's Certificate of Compliance

Each Shipment

Project Site

Rejection

Must use UDOT's Certification of Compliance Form

Type of Construction:
Submittals:

Quality Assurance:

Assurance Frequency:
Point of Acceptance:

Out of Spec Action:

Documentation/Report:

Galvanized Coating

Fabricators must be pre-qualified by Materials Division through the Quality
Management Plan: Reinformcing Steel. Select from Materials Division list of
pre-qualified sources.

N/A

Prequalified Source

Rejection of product and possible removal from pre-qualified source list.

Type of Construction:
Submittals:

Quality Assurance:
Assurance Frequency:
Point of Acceptance:
Out of Spec Action:

Documentation/Report:

Galvanized Coating

Manufacturer's Certificate of Compliance

Each Shipment

Project Site

Rejection

Must use UDOT's Certification of Compliance Form

*Performed or approved by Region Lab

**Performed by Contractor and reviewed by Engineer Printed 6/2/2006
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